
Stacked •

Transfer 24078 (April 13, 3:55)?  Unstacked 70mA/stashed 0E10?○

Take out that transfer and transfer 24068 from 63mA, and transfer 24079 from 80mA, we 
get 95.5%

○

Unstacked 538 (269/day) in 59 transfers (30/day) over 18 sets (9/day) with an average efficiency 
of 94.8%

•

Stacking and Transfers

Two day summary•

Water Cage access.   We were running both dump water circuits.  Isolated and found that 
Circuit #2 is leaking.   Running circuit #1 and it appears to be leak free.  When downtime 
presents itself, Tony wand to pull blocks and check fittings and repeat CARGO sealup 
procedure for circuit #2.

○

Tied in the Emergency Generator at AP-50 panel ○

AP50 PP-AP50-1

Replaced trim supply A:V506○

Wednesday afternoon downtime•

Operational Happenings

Pbars stacked: 806.14 E10○

Time stacking: 42.33 Hr○

Average stacking rate: 19.04 E10/Hr○

Stacking•

Number of pulses while in stacking mode: 56849○

Number of pulses with beam: 54152○

Fraction of up pulses was: 95.26%○

Uptime•

Corrected time stacking: 40.32 Hr○

Possible average stacking rate: 19.99 E10/Hr○

Could have stacked: 846.28 E10/Hr○

The uptime's effect on the stacking numbers•

Pbars sent to the Recycler: 572.51 E10○

Number of transfers : 62○

Number of transfer sets: 20○

Average Number of transfer per set: 3.10○

Time taken to shoot including reverse proton tuneup: 00.22 Hr○

Transfer efficiency: 94.21%○

Recycler Transfers•

Average POT : 7.97 E12○

Average production: 18.69 pbars/E6 protons○

Other Info•

Numbers
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H- Source output increases?
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